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Abstract 

Cost saving in composite materials is very important. Therefore fly ash particles, 
which are a waste product of coal combustion, can be used as reinforcement in 
aluminum matrix composite materials. Aluminum matrix composite materials (AMC) 
fabricated from A360 and 443 aluminum alloys and Tuņbilek,Yatagan fly ashes were 
used as reinforcement with volume fractions 5%, 10%, 15%, 20%. Stir mixing and 
casting process were used for the production of fly ash containing aluminum-matrix 
composites (AMC's). Specially designed and ceramic covered mixers were used for 
stirring of melted aluminum alloy at 750, 850, 950°C temperatures and 400, 560, 750 
rpm rotation rates. It has been observed that, with applied production process, 
maximum 20% (volume fraction) fly ash can be added to aluminum alloy matrix. 
Referring to the experimental data, optimum properties were achieved at 850°C 
stirring temperature and 560 rpm mixer rotation rates. 
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Abstract 

The investigations presented in this contribution were targeted to replace a gear group 

made up of SAE 8620 steel in army jeeps with microstructural controlled austempered 

ductile iron, in order to reduce the manufacturing steps. Furthermore, the vibrations 

were also expected to decrease, due to the application of austempered ductile iron. The 

fatigue resistance of unalloyed and Ni alloyed austempered ductile iron have been 

investigated to see if some improvement as compared to steels with cementite could be 

achieved. The effect of the austenization heat treatment on the fatigue resistance was 

studied in metallographic investigations and it turned out that the alloying elements Cu, 

Ni and Mo have a beneficial effect. For economical reasons, the gears were fabricated of 

nodular iron containing 3.98% C, 1.89% Si, 0.269% Mn and 0.028% P. Considering the 

fatigue resistance, a Ni alloyed material with 3.66% C, about 1.81% Si, 0.134% Mn, 

0.031% P and 1.51% Ni was chosen. The roundness of the graphites was about 93–

100% and 80–85%. The gears were at first produced by austenization at 900°C for 3 

hours and then by austempering at 235°C for 2.5 hours. The fatigue tests were 

performed at the maximum stresses to be expected. 

Kurzfassung 

Ziel der Untersuchungen, deren Ergebnisse in diesem Beitrag zusammengefasst sind, 

war es, eine Gruppe von Zahnrädern aus dem Stahl SAE 8620 im Getriebe eines Armee-
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Fahrzeuges mit solchen aus ausgetemperten Eisen zu ersetzen, um die Zahl der 

fertigungsschritte zu reduzieren. Darüber hinaus wurde erwartet, dass sich die 

Vibrationen mit der Verwendung dieses Werkstoffes verringern ließen. Es wurde die 

Ermüdungsfestigkeit von unlegiertem und mit Nickel legiertem Eisen geprüft, um 

Verbesserungen gegenüber Stählen mit hohem Zementitgehalt zu erzielen. Bei der 

metallografischen Untersuchung der Effekte der Austenitisierung auf die Verbesserung 

der Schwingfestigkeit stellte sich heraus, dass sich die Elemente Kupfer, Nickel und 

Molybden positiv auswirken. Aus wirtschaftlichen Gründen kam daher primär 

unlegierten Gusseisen mit 3,98% C, 1,89% Si, 0,269% Mn und 0,028% P zum Einsatz. 

Unter Berücksichtigung der Ermüdungsfestigkeit wurde jedoch eine mit 1,51% Nickel 

legierte Variante mit 3,66% C, etwa 1,81% Si, 0,134% Mn und 0,031% P gewählt. Die 

Rundheit des Grafits betrug 93–100% und 80–85%. Die Zahnräder wurden mit einer 

dreistündigen Austenitisierung bei 900°C und einem zweieinhalbstündigen Austempern 

bei 235°C produziert. 
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Abstract 

This contribution presents a study about the design and the manufacturing of a fluidized 

bed furnace. Nitriding was carried out by using fluidized bed furnace and optimum 

process parameters were determined for nitriding. In these experiments DIN 7225 and 

DIN 8550 steels were used, and as a first step two types of steel were hardened and 

tempered. Nitriding was carried out by using N2 + NH3 at 520°C and 570°C. Nitriding 

times were selected as 3, 6 and 12 hours. The thickness of nitride layers varied from 6.1 

to 39.73 mm. The hardness of nitride layers varied from 605 to 1114 HV. The tensile 

strength of the specimens were found between 618 and 1162 MPa. Their yield strength 

values varied from 479 to 939 MPa and their impact resistance values were found 

between 2.25 J/cm2 and 84 J/cm2. Effect of nitriding on the mechanical properties of the 

specimens are discussed. 
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Im vorliegenden Beitrag wird die Konstruktion und die Fertigung eines Fluidbettofens 

vorgestellt. Das Nitrieren erfolgte mittels dieses Ofens, wofür die optimalen 

Prozessparameter bestimmt wurden. Für die experimentellen Untersuchungen wurden 

Stähle nach DIN7225 und DIN8550 verwendet. Als Erstes wurden diese Werkstoffe 

gehärtet und angelassen. Das Nitrieren wurde mittels N2 + NH3 bei 520°C und bei 570°C 

über 3, 6 und 12 Stunden durchgeführt. Die Dicke der Nitridschichten lag zwischen 6,1 

und 39,73 mm. Die Härte der Nirtidschichten variierte zwischen 605 und 1114 HV. Es 

wurde eine Zugfestigkeit der Proben zwischen 618 und 1162 MPa bestimmt, während 

die Streckgrenze zwischen 479 und 939 MPa und die Kerbschlagzähigkeit zwischen 2,25 

J/cm2 und 84 J/cm2 lag. Darüber hinaus wird die Wirkung des Nitrierens auf die 

mechanischen Eigenschaften der Proben diskutiert. 
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Abstract 

Al−Ti−B grain refiners are widely used as aluminum grain refiners. Despite 

the problems in application, Al−Ti−C refiners have an increasing demand in 

recent years. In the present work, Al-Ti-C grain refiners with different Ti:C 

ratios were produced by in-situ method with the addition of elemental 

carbon into the Al-Ti master alloy (master alloy method) and the addition of 

K2TiF6 and elemental carbon powder mixture into the commercially pure 

aluminum (flux method). The effects of production method and Ti:C ratio on 

the grain refinement process were investigated using Alcoa Cold finger Test 

and so optimum conditions were determined. The best performance was 

accomplished with the refiner produced at 1300°C with the master alloy 

method. 
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In the present work, effect of particle size, particle surface modification, pressing pressure and 

sintering temperature on microstructure and mechanical properties were investigated at B4C 

reinforced aluminium matrix composites produced with powder metallurgical route. In order to 

improve the matrix/reinforcement interface bonding, prior to processing, electroless nickel coating 

and partial oxidation were performed on the B4C particles. Three different B4C particle sizes (10, 32 

and 66 μm) were used and three different sintering temperatures (550, 590 and 630°C) were 

performed for three different sintering time (2, 4 and 6 h) to produce the composites. 

Microstructures were characterised by using optical microscope and field emission gun SEM (FEG-

SEM) equipped with energy dispersive analysis (EDS). Compression strength, hardness, density and 

porosity values were determined. After microstructural and mechanical investigations, is has seen 

that optimum values were obtained from fine particles modified with electroless nickel coating, 

sintered at 630°C for 6 hours. 
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In the present work, AlSi9Mg alloy matrix composites reinforced with 10, 15 and 20% (wt.) B4CP were 

produced by casting route at 850 °C. Titanium-containing flux (K2T1F6) was used to overcome the 

wetting problem between B4C and liquid aluminium metal. The microstructure of 

matrix/reinforcement interfaces were investigated with SEM studies. The reaction layer was also 

characterized with EDS analysis and X-ray mapping. It was found from the microstructural 

observations by high resolution field emission gun SEM (FEGSEM) that the wetting improved by the 

formation of very thin (80-180 nm in thickness) TiC and T1B2 reaction layers. The samples were 

subjected to pin-on-disc wear tests against AISI 4140 pin under dry sliding conditions. The worn 

surface was studied through SEM and EDS analysis. It has seen that, wear resistance increased as 

particle volume fraction increased. 
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In the present work, AlSi9Mg alloy matrix composites reinforced with 10, 15 
and 20% (wt.) B4Cp were produced by casting route at 850 °C. Titanium-
containing flux (K2TiF6) was used to overcome the wetting problem between 
B4C and liquid aluminium metal. The microstructure of matrix/reinforcement 
interfaces were investigated with SEM studies. The reaction layer was also 
characterized with EDS analysis and X-ray mapping. It was found from the 
microstructural observations by high resolution field emission gun SEM (FEG-
SEM) that the wetting improved by the formation of very thin (80-180 nm in 
thickness) TiC and TiB2 reaction layers. The samples were subjected to pin-
on-disc wear tests against AISI 4140 pin under dry sliding conditions. The 
worn surface was studied through SEM and EDS analysis. It has seen that, 
wear resistance increased as particle volume fraction increased. 
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In the present work, effect of particle size, particle surface modification, 
pressing pressure and sintering temperature on microstructure and 
mechanical properties were investigated at B4C reinforced aluminium matrix 
composites produced with powder metallurgical route. In order to improve the 
matrix/reinforcement interface bonding, prior to processing, electroless nickel 
coating and partial oxidation were performed on the B4C particles. Three 
different B4C particle sizes (10, 32 and 66 μm) were used and three different 
sintering temperatures (550, 590 and 630°C) were performed for three 
different sintering time (2, 4 and 6 h) to produce the composites. 
Microstructures were characterised by using optical microscope and field 
emission gun SEM (FEG-SEM) equipped with energy dispersive analysis 
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determined. After microstructural and mechanical investigations, is has seen 
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electroless nickel coating, sintered at 630°C for 6 hours. 

0 

Citations 

• Conference Paper 

Production of Al-Ti-C grain refiners with the addition of elemental carbon and K2TiF6 

Toptan, F., Kerti, I., Daglilar, S., ...Karadeniz, O.F., Ambarkutuk, A. 

TMS Light Metals, 2011, pp. 821–825 

Show abstract 

. Opens in a new tab.View at Publisher. Opens in a new tab. 

Related documents 

1 

https://www.scopus.com/record/display.uri?eid=2-s2.0-79960579936&origin=resultslist&sort=plf-f
https://www.scopus.com/record/display.uri?eid=2-s2.0-79960579936&origin=resultslist&sort=plf-f
https://www.scopus.com/authid/detail.uri?authorId=23398312700
https://www.scopus.com/authid/detail.uri?authorId=55906881200
https://www.scopus.com/authid/detail.uri?authorId=15836431700
https://www.scopus.com/authid/detail.uri?authorId=6505749227
https://www.scopus.com/authid/detail.uri?authorId=57215887850
https://www.scopus.com/redirect/linking.uri?targetURL=https%3a%2f%2fdoi.org%2f10.1002%2f9781118062111.ch55&locationID=2&categoryID=4&eid=2-s2.0-79960579936&issn=&linkType=TemplateLinking&year=2011&zone=outwardlinks&origin=resultslist&dig=d0e653ca574ab81b702b20e78890ce61
https://www.scopus.com/redirect/linking.uri?targetURL=https%3a%2f%2fdoi.org%2f10.1002%2f9781118062111.ch55&locationID=2&categoryID=4&eid=2-s2.0-79960579936&issn=&linkType=ViewAtPublisher&year=2011&origin=resultslist&dig=5c0fd3db4bb365b361631f9e2ccb1908
https://www.scopus.com/search/submit/mlt.uri?eid=2-s2.0-79960579936&src=s&all=true&origin=resultslist&method=ref&zone=resultsListItem
https://www.scopus.com/record/display.uri?eid=2-s2.0-79955159127&origin=resultslist&sort=plf-f
https://www.scopus.com/authid/detail.uri?authorId=23398312700
https://www.scopus.com/authid/detail.uri?authorId=55906881200
https://www.scopus.com/authid/detail.uri?authorId=15836431700
https://www.scopus.com/authid/detail.uri?authorId=37161565300
https://www.scopus.com/authid/detail.uri?authorId=37103442700
https://www.scopus.com/redirect/linking.uri?targetURL=https%3a%2f%2fdoi.org%2f10.1007%2f978-3-319-48160-9_141&locationID=2&categoryID=4&eid=2-s2.0-79955159127&issn=01470809&linkType=TemplateLinking&year=2011&zone=outwardlinks&origin=resultslist&dig=2fee128b53a70116545a9243fb3fac97
https://www.scopus.com/redirect/linking.uri?targetURL=https%3a%2f%2fdoi.org%2f10.1007%2f978-3-319-48160-9_141&locationID=2&categoryID=4&eid=2-s2.0-79955159127&issn=01470809&linkType=ViewAtPublisher&year=2011&origin=resultslist&dig=9bce14ebeb58506cebc951ec5e458f27
https://www.scopus.com/search/submit/mlt.uri?eid=2-s2.0-79955159127&src=s&all=true&origin=resultslist&method=ref&zone=resultsListItem
https://www.scopus.com/search/submit/citedby.uri?origin=resultslist&src=s&eid=2-s2.0-79955159127


Citations 

• Review 

Nitriding of a 42CrMo4 and a 34CrAlNi7 steel in a fluidized bed furnace 

Cömert, Z., Topuz, P., Sagin, A., Topuz, A. 

Materialpruefung/Materials Testing, 2006, 48(10), pp. 493–497 

Show abstract 

. Opens in a new tab.View at Publisher. Opens in a new tab. 

Related documents 

0 

Citations 

• Review 

Production of austempered ductile iron gears for transmission cases 

Sagin, A., Topuz, A. 

Materialpruefung/Materials Testing, 2005, 47(9), pp. 523–528 

Show abstract 

. Opens in a new tab.View at Publisher. Opens in a new tab. 

Related documents 

4 

Citations 

• Article 

The production and properties of fly ash containing aluminum matrix composite 

materials | Herstellung und eigenschaften von flugaschehaltigen aluminium-matrix-

verbundwerkstoffen 

Kolukisa, S., Topuz, A., Sagin, A. 

Praktische Metallographie/Practical Metallography, 2003, 40(7), pp. 357–368 

Show abstract 

https://www.scopus.com/record/display.uri?eid=2-s2.0-33750038582&origin=resultslist&sort=plf-f
https://www.scopus.com/authid/detail.uri?authorId=15020332700
https://www.scopus.com/authid/detail.uri?authorId=23395481300
https://www.scopus.com/authid/detail.uri?authorId=6505749227
https://www.scopus.com/authid/detail.uri?authorId=56864540700
https://www.scopus.com/sourceid/21225?origin=resultslist
https://www.scopus.com/redirect/linking.uri?targetURL=https%3a%2f%2fdoi.org%2f10.3139%2f120.100761&locationID=2&categoryID=4&eid=2-s2.0-33750038582&issn=00255300&linkType=TemplateLinking&year=2006&zone=outwardlinks&origin=resultslist&dig=0edaae4c0dec3ada5e320e349df2f128
https://www.scopus.com/redirect/linking.uri?targetURL=https%3a%2f%2fdoi.org%2f10.3139%2f120.100761&locationID=2&categoryID=4&eid=2-s2.0-33750038582&issn=00255300&linkType=ViewAtPublisher&year=2006&origin=resultslist&dig=b91442a96cdf1814fcf4d60dbbd9b45d
https://www.scopus.com/search/submit/mlt.uri?eid=2-s2.0-33750038582&src=s&all=true&origin=resultslist&method=ref&zone=resultsListItem
https://www.scopus.com/record/display.uri?eid=2-s2.0-26044454108&origin=resultslist&sort=plf-f
https://www.scopus.com/authid/detail.uri?authorId=6505749227
https://www.scopus.com/authid/detail.uri?authorId=56864540700
https://www.scopus.com/sourceid/21225?origin=resultslist
https://www.scopus.com/redirect/linking.uri?targetURL=https%3a%2f%2fdoi.org%2f10.3139%2f120.100684&locationID=2&categoryID=4&eid=2-s2.0-26044454108&issn=00255300&linkType=TemplateLinking&year=2005&zone=outwardlinks&origin=resultslist&dig=9d697e16f894dd7c60912c54f9b94b91
https://www.scopus.com/redirect/linking.uri?targetURL=https%3a%2f%2fdoi.org%2f10.3139%2f120.100684&locationID=2&categoryID=4&eid=2-s2.0-26044454108&issn=00255300&linkType=ViewAtPublisher&year=2005&origin=resultslist&dig=6698255fed96dc041b2dac2803579424
https://www.scopus.com/search/submit/mlt.uri?eid=2-s2.0-26044454108&src=s&all=true&origin=resultslist&method=ref&zone=resultsListItem
https://www.scopus.com/search/submit/citedby.uri?origin=resultslist&src=s&eid=2-s2.0-26044454108
https://www.scopus.com/record/display.uri?eid=2-s2.0-0042342522&origin=resultslist&sort=plf-f
https://www.scopus.com/record/display.uri?eid=2-s2.0-0042342522&origin=resultslist&sort=plf-f
https://www.scopus.com/record/display.uri?eid=2-s2.0-0042342522&origin=resultslist&sort=plf-f
https://www.scopus.com/authid/detail.uri?authorId=13808238100
https://www.scopus.com/authid/detail.uri?authorId=56864540700
https://www.scopus.com/authid/detail.uri?authorId=6505749227
https://www.scopus.com/sourceid/27888?origin=resultslist


Related documents 

5 

Citations 

 

Display 

Back to top 

About Scopus 

• What is ScopusLearn more about Scopus (opens in a new window) 
• Content coverageLearn more about Scopus' content coverage (opens in a new window) 
• Scopus blogRead the Scopus Blog (opens in a new window) 
• Scopus APILearn more about Scopus API's (opens in a new window) 
• Privacy mattersView privacy matters page (opens in a new window) 

Language 

• 日本語版を表示する日本語版を表示する 

• 查看简体中文版本查看简体中文版本 

• 查看繁體中文版本查看繁體中文版本 

• Просмотр версии на русском языкеПросмотр версии на русском языке 

Customer Service 
• HelpView Scopus help files (opens in a new window) 
• TutorialsSelect to view tutorials (opens in a new window) 
• Contact usContact us (opens in a new window) 

 

Go to the Elsevier site (opens in a new window) 

Terms and conditionsView the terms and conditions of Elsevier (opens in a new window)Privacy 

policyView the privacy policy of Elsevier (opens in a new window) 

Copyright © Elsevier B.VGo to the Elsevier site (opens in a new window) . All rights reserved. Scopus® 

is a registered trademark of Elsevier B.V. 

We use cookies to help provide and enhance our service and tailor content. By continuing, you agree 

to the use of cookiesSee Cookie details (opens in a new window). 

Go to RELX Group Homepage (Opens in a new window) 

 

https://www.scopus.com/search/submit/mlt.uri?eid=2-s2.0-0042342522&src=s&all=true&origin=resultslist&method=ref&zone=resultsListItem
https://www.scopus.com/search/submit/citedby.uri?origin=resultslist&src=s&eid=2-s2.0-0042342522
https://www.scopus.com/authid/detail.uri?authorId=6505749227#top
https://www.elsevier.com/online-tools/scopus?dgcid=RN_AGCM_Sourced_300005030
https://www.elsevier.com/online-tools/scopus/content-overview/?dgcid=RN_AGCM_Sourced_300005030
https://blog.scopus.com/
https://dev.elsevier.com/
https://www.elsevier.com/about/our-business/policies/privacy-principles?dgcid=RN_AGCM_Sourced_300005030
https://www.scopus.com/personalization/switch/Japanese.uri?origin=AuthorProfile&zone=footer&locale=ja_JP
https://www.scopus.com/personalization/switch/Chinese.uri?origin=AuthorProfile&zone=footer&locale=zh_CN
https://www.scopus.com/personalization/switch/Chinese.uri?origin=AuthorProfile&zone=footer&locale=zh_TW
https://www.scopus.com/personalization/switch/Russian.uri?origin=AuthorProfile&zone=footer&locale=ru_RU
https://www.scopus.com/standard/contactUs.uri?pageOrigin=footer
https://service.elsevier.com/app/answers/detail/a_id/14799/supporthub/scopus/
https://service.elsevier.com/app/overview/scopus/
https://www.elsevier.com/?dgcid=RN_AGCM_Sourced_300005030
https://www.elsevier.com/locate/termsandconditions?dgcid=RN_AGCM_Sourced_300005030
https://www.elsevier.com/locate/privacypolicy?dgcid=RN_AGCM_Sourced_300005030
https://www.elsevier.com/locate/privacypolicy?dgcid=RN_AGCM_Sourced_300005030
https://www.elsevier.com/?dgcid=RN_AGCM_Sourced_300005030
https://www.scopus.com/cookies/policy.uri
http://www.relx.com/

